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Figure Ul
NECK/LUMBAR SPINE ATTACHED TO HEADFORM

MOUNTING BASE, LOWER
(PART #175-9027),

FASTEN TO TOP OF LUMBAR
SPINE USING

(3) 1/4-20 x 1 SHCS

OR

FASTEN TO BASE OF NECK
USING (4) M6 x 40 SHCS

LUMBAR SPINE

{(PART #175-35000)
OR \
NECK ASSEMBLY

(PART #175-2000)

ES-2re HEADFORM
ASSEMBLY

(PART #175-9000)
(4) M6 x 20.5 SHCS

NECK AND LUMBAR SPINE
MOUNTING BASE—™

(PART #175-9029)

FASTEN TO BASE OF SPINE

OR

FASTEN TO TOP OF NECK

USING (43 M6 x 12 SHCS
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Figure U2-A
NECK/LUMBAR SPINE/HEADFORM ATTACHED TO PENDULUM

DIRECTION OF MOTION
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SUBPARY E
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HEADFORM
(PART £}75-9000)
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Figure U2-B
ANGLE MEASUREMENTS WITH HEADFORM SET-UP
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Figure U3
SHOULDER IMPACT
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Figure U35
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Figure U3-A
ABDOMEN IMPACT - VIEW A
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Figure U6
PELVIS IMPACT
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CABLE GUIDE
FREE FALL
IMPACTOR MASS

778 £0.01 kg

DIAMETER
EDGE RADIUS 12.0: 0.5mm

§572.190
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[71 FR 75331, Dec. 14, 2006, as amended at 73 FR 33921, June 16, 2008]

Subpart V, SID-lisD Side Impact
Crash Test Dummy, Smaill
Adult Female

SOURCE: 71 FR 75370, Dec. 14, 2006, unless
otherwise noted.

§572.190 Incorporated materials.

(a) The following materials are here-
by incorporated into this Subpart by
reference:

(1) A parts/drawing list entitled,
“Parts/Drawings List, Part 572 Subpart
V, SID-IIsD, July 1, 2008,

(2) A drawings and inspection pack-
age entitled ‘‘Drawings and Specifica-
tions for the SID-IIsD Small Female
Crash Test Dummy, Part 572 Subpart
V, July 1, 2008, consisting of:

(i) Drawing No. 180-0000, SID-IIsD
Complete Assembly;

(ii) Drawing No. 180-1000, 6 Axis Head
Assembly;

(iii) Drawing No. 180-2000, Neck As-
sembly;
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